Theatre technical specifications Lights Groene Engel 
	Control 
	M.A. Lightcomander 24/6 (in wide mode 48 ch) 

	Dimmers 
	4x: 12ch/13A Lightec SP 12 DMX-controlled (48 ch total), 

	
	each channel 2.5kW hard patch in dimmer rack, dmx-addressed from 1 to 48 

	Par 64 
	2x 
	sixbars with floodlights 1kW mounted at fixed position on back-flybar 

	
	6x 
	par64 medium flood

	
	4x 
	floorspots with floodlights 1kW 

	Theatre lights 
	16x 
	Nota 1200 PC 1kW (with barndoor) 

	
	8x 
	Griven PC 1kW (with barndoor)

	
	7x 
	Griven Fresnel 1kW (with barndoor)

	
	3x 
	Enispot 17o 1kW profile (Niethammer) 

	
	12x 
	Enispot 30 o 1kW profile (Niethammer) 

	
	2x 
	ADB Gamma 1kW profile 

	
	2x 
	profile ETC CE Source Four jr Zoom 

	Effects/Dance 
	2 megastrobe DMX-controlled 1500W 

	
	1 Smokemachine Look ViperII 

	Miscellaneous 
	Situated behind backdrop is a concert-stage (1,35m high) 

	
	2x dmx line to dimmers, lighting bridges & stagefloor 

	
	Dmx (3-pin xlr) on concert-stagefloor (upstage left & right) 

	
	8x floorconnection (230v.) on concert-stagefloor 


Note! - We use LEE filters only; - Clearance 4,80 m.; - Our "palette" contains the most commonly used colour filters.

